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The simplicity of the Downer system 

allows it to be used safely with any 
Architectural Panel Solutions façades, 

including Rainscreens, LokFold, 

LokFaçade and RibLok, as well as other 

manufacturers’ own façade systems.

Riblok

CladScreen

Downer double bracket Downer single bracket

Creative Profiles

Terracotta

Aluminium Cassettes

LokFaçade

Downer is a cladding/façade support system which

features a unique cladding rail support bracket (CRSB),

which has been engineered to provide a universal solution to 

façades, whatever the building structure, the carrier rails, and 

whether for fixed or floating-point rail support.

METAL ROOFING AND CLADDING SYSTEMS



4 5

METAL ROOFING AND CLADDING SYSTEMS

Brackets may be either single or double, 

depending on the load/fixing requirements, 

and allow for simple positioning of the carrier 

rails prior to levelling and fixing. Having only 

one bracket for use either left-handed or 

right-handed, and for vertical or horizontal 

applications, makes designing the whole 

carrier system simpler, quicker and more 

cost-effective.

Downer brackets are made from Grade: 6063 

structural grade aluminium, and, if required, 

come complete with an integral bonded 

isolation pad in order to provide a thermal 

break between the building substructure and 

the façade system. The isolation pad also 

prevents any corrosion occurring as a result 

of interaction between the substructure and 

the aluminium bracket.

Carrier rails are extruded from 6082 T6 

structural grade aluminium 2.2mm thick, 

either as ‘L’ rails for intermediate supports 

or ‘T’ rails for extra fixing or where there is a 

vertical join between façade panels.

Rails are available in lengths from 3m to 

6m and are compatible with all common 

cladding materials as well as with structural 

adhesive systems.

The design of the bracket makes it inherently 
stronger than other similar systems, both in 
carrying capacity and in pullout strength, which 
enables fewer brackets to be used making the 
system faster and more economical to install. 
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Architectural Panel Solutions reserves the right to make 
substitutions and modifications to the specifications of any 
of its products without prior notice. It is the customer’s 
responsibility to ensure that the company’s products 
are correctly installed and that they are suitable for the 
customer’s particular requirements and application.

The company undertakes business only upon its standard 
terms and conditions.

For project specific samples or technical assistance please 
contact our technical department on 
enquiries@architecturalpanelsoultions.com.

All information is correct as of the date of this document, 
created October 2018.
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